
MEDiKAL TEKERLER I MEDICAL CASTORS 



ECH SERiSi I ECH SERI ES 

Fonksiyon 
Sec;enekleri 

Function 
Positions 

Uzun Omi.irli.i _f
Fren Sistemi 

Long Life 
Brake System 

Bozuk Zemine 
Dayamkh 

Resistant to 
Damaged Floor 

Konum 1 

Position 1 

Konum O 

Position 0 

Konum 2 

Position 2 

Konum 1 

Position 1 

Konum 0 

Position 0 

Konum 2 

Position 2 

• • 

<;elik Pim 
---Steel Stem 

Yi.iksek Darbe 
..___ __ Dayamm1 

High Impact 
Strength 

Y1kanabilir 
ve 
Yahtimh 
Washable 
and 
Insulated 

• 
3 Fonksiyonlu 2 Fonksiyonlu 1 Fonksiyonlu 

YOn Kilit 
Directional 

Lock 

+ 

+ 

3 Functions 2 Functions 1 Function 

Frensiz Teker Kilit YOn Kilit Frensiz Teker Kilit YOn Kilit Frensiz Teker Kilit 
Swivel Castor lock Dir�! Swivel Castor Lock Dir:nal Swivel Castor Lock 

+ + 

+ + + 

+ + + + 

Orun �e�itleri I Product Types 

I 

- - -
3 Fonksiyonlu 2 Fonksiyonlu 1 Fonksiyonlu 

3 Functions 2 Functions 1 Function 



EC SERiSi I EC SERI ES 

Doner Tabla II 

Plate Fitting 

Pim Baglantill 

Stem Fitting 

-

Delik Baglant,11 

Bolt Hole Fitting 

Civata Baglant,11 

Bolt Fitting 

Orun Yap1s1 I Product Structure 
• Gri plastik gbvdeli ma�a 

• Bozuk zeminlere dayan1kl1, polipropilen kasnakl, termoplastik 

kaplamal, tekerlek 

• Darbe dayaniml,, yuksek performansl, plastikten uretilmij yan 

ve ust kapaklar 

• Elektrik iletken bzelligine sahip (istege bagl1) 

• Gray plastic bracket 

• Resistant against faulty grounds, polypropylene core and 

thermoplastic wheel tread 

• Shock resistant, high performance plastic side and top 

threadguards 

• Electrically conductive (optional) 

EQ SERiSi I EQ SERI ES 

YENi NEW 
0R0N PRODUCT 

Doner Tabla II 

Plate Fitting 

Civata Baglantill 

Bolt Fitting 

Orun Vap1s1 I Product Structure 
• PP kasnak TPE kaplama veya PA kasnak TPU kaplama 

• Doner ba�l,kh, polipropilen veya poliamid gbvde 

• Kendinden burc;:lu, a�mmaya kar�, direnc;:li, gurultusuz c;:ah�ma 

iz birakmayan, du�uk yuvarlama ve dbnme direnci 

• Elektrik iletken bzelligine sahip (istege bagl1) 

• PP core TPE tread or PA core TPU tread 

• Swivel head, polypropylene or polyamide body 

• Plain bore bearing, abrassion resistant noisless working 

nonmarking, low rolling and rolling resistance 

• Electrically conductive (optional) 


